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NOTICE 
 
This information contained in this manual is subject to change without notice and does not 

represent a commitment on the part of the M&A, Mess- and Analysentechnik GmbH, Leverkusen. 

M&A reserves the right to make changes in construction, design, specifications, and/or procedure 

that may not be reflected in this manual. 

 

 

This manual is furnished on the express conditions that the information herein will not be used for 

second source procurement, or purpose directly or indirectly deter mental to the interests of Mess- 

and Analysentechnik GmbH, Leverkusen. 

 

 

Copyright ©  10/1998, last Rev.: 03/2002 

Reproduction in any form is prohibited without the written consent of Mess- and Analysentechnik 

GmbH, Leverkusen. 
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FACTORY  SERVICE 
 

 

We strive to provide efficient and professional service any time an instrument or single 

component is returned to the factor for repair. 

Your assistance can help us to achieve the service you expect from us. 

To ensure that we process your factory repair and returned goods efficiently, please be 

prepared to provide the following information to us: 

 

Your name and Telephone/Fax number in order to reach you again 

 

Your company name  

 

Shipping address and contact name of the person receiving the shipment in order to 

 return the goods  

 

Model number & S/N of the instrumentation (or goods)  

 

A description of the problem you are experiencing and the status information print out 

 available from the service/status menu 

 

 

Your assistance in this matter will enable us to serve you efficiently and we appreciate your 

corporation and support. 
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Overview Flame-Ionizations-Detector, Thermo FID 
 

                  Model TG, Desk Top 

 
                                                            Model 19ò, Rack Mount 

                                              
 

      Model MK, On Stack 

 
 
 
Main Features:  Fully automated, self calibrating and self start up maintenance free 
hydrocarbon measuring equipment 
 
 
Models available: 
Thermo-FID - portable version, model PT 
Thermo-FID - desk top version, model TG 
Thermo-FID - emission systems, model ES 
Thermo-FID - field housing, model FE (optional  "Ex version") 
Thermo-FID ï field housing/closed coupled probe on stack, model MK (optional "Ex version") 

 
 

 



Thermo-FID  

 

5 

Rev03/2002 

 

 

Introduction Thermo-FID 

 
Key Features 
 

- Determination of Org.C according to the 17th BImSchV (waste incinerators) 

TÜV Köln-936/806016; Publisched at GMBL 1997 N°29, page 464; BMU 08.07.1997 IGIR 

51134/2 

- Determination of Org.C at overheated steam and condensate (please consult factory for 

application details) 

- Multi Point sampling (please consult factor for details) 

- Integrated Flame Trap, class Ex s IIC, Type 02-13-005;BVS 96; Y.6006 dated 10.09.1996 

(consult factory for details) 

- LEL (1,2) according to KEMA-Arnheim (NL) approval, report N°95114-KPG/TCM 98-3051 

- Microprocessor controlled sample gas flow 

- Microprocessor controlled driving voltage potential 

- Microprocessor controlled Flame including fully automated flame ignition at start up 

- Automated adjustment of flame  

- Self calibrating without additional valves and special equipment 

- Wide linear range without switching 

- Close coupled Detector, FID amplifier and A/D converter (no cable) 

- Built into Thermo-Catalyst (zero gas, Stripper, etc.) 

- Clear Text  Operation-, Failure-, Service- and Alarm status information 

- 2 x RS232 interface (status information, read out, remote control, etc.) 

- Optional RS422 interface (data bus) 

- Optional Methane/None Methane catalyst 

- Optional Status & Alarm Interface including fully galvanic isolated (600 Ohm) analog outputs 

and relay interfaces 
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Portable Thermo-FID, Model PT  
 

The Thermo-FID model PT introduces a complete plug and play portable analyser measuring 
Org.C components from high range (ppm) to very low range (LEL). The portable unit includes gas 
bottles compartment and pressure regulators for both, Hydrogen & Span Gas. The instrument 
provides a built into temperature regulator and mains supply for the standard external heated 
sample line (probe).   
 
Options: 
- heated sample line:  The portable unit can be fitted with an up to 7 meter (@220V/50Hz, max. 3 

meter @110V/50Hz) standard length heated sample line including corrosion free sample filter 
and fittings (see details price list) 

- built onto external temperature regulator and mains supply for 5 plus meter heated sample line 
including feedback loop for status information (please consult factory for specials) 

- Status- & Alarm card (only available using 84TE sized housing) 
- Methane/None Methane catalyst (only available using 84TE sized housing plus status- & alarm 

card) 
 


