
 Compur Statox 4120    
 
 
 
 

Declaration of Conformity   
 
 
Compur Monitors GmbH & Co.KG 
Weißenseestraße 101 
D 81539 München 
as the manufacturer hereby declares, that the  

 
Sensor Head 

Statox 4120 Type 5330 
 

complies with the essential requirements of the following directives and has 

been tested according to European standards: 

 

1. Directive  89/336/EC 1) 

 EN 50081-1 
 EN 55011 
 EN 50082-2 
 EN 55024 
 1) in connection with Statox 4120 plug in unit type  5331 0x0 and EMC-rack type 5332 200  

 

2. Directive 94/9/EC 

 EN 50014 : 1997+A1+A2      
 EN 50020 : 1994 

 EC Type Examination Certificate:   DMT 02 ATEX E 216 

 Notified Body: DMT / 0158 

 

 Munich, 03-20-2003   
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            Dr. H. Schmidtpott 



 Compur Statox 4120    
 
 
 
 

Declaration of Conformity   
 
Compur Monitors GmbH & Co.KG 
Weißenseestraße 101 
D 81539 München 
as the manufacturer hereby declares, that the  

 
Racks  Statox 4120 Type 5332 xxx  
and the Plug In Unit  Statox 4120 Type 5331 0x0 
 
complies with the essential requirements of the following directives and has 

been tested according to European standards: 

 
3. Directive  89/336/EC 1) 

 EN 50081-1 EN 55011 
 EN 50082-2 EN 55024 
 1) in connection with Statox 4120 sensor head type  5330  and EMC-rack type 5332 200  

 

4. Directive 94/9/EC 

 EN 50014 : 1997+A1+A2      
 EN 50020 : 1994 

 EC Type Examination Certificate:   DMT 02 ATEX E 238 

 Notified Body: DMT / 0158 

 

5. Directive 73/23/EC 

EN 61010-1 
 

 Munich, 03-20-2003   
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  Dr. H. Schmidtpott 
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